
                    SPECjbb2015 v1.03 Distributed Setup 
                                   Supermicro SuperBlade A+ Blade Server SBA-4119S-C2N with 20 BH12SSi Blades 

 
          CONTROLLER 
Supermicro A+ Server 2014TP-HTR 
 
1 x AMD EPYC 7742 64-core  
512 GB (8x 64GB 2Rx4 PC4-25600) 
1 x 512 GB M.2 PCIe Gen3 
Supermicro AOC-MH25G-m2S2T 
Dual Port 25GbE  NIC 
OS Image: SLES15sp2 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
SuperBlade A+ Blade Server SBA-4119S-C2N 
80 BE (4 per Node (1 per NUMA node on each BH12SSi Blade 
Node)) 
 

  BH12SSi  Blade1 

  BH12SSi  Blade2 

  BH12SSi  BladeN 

  BH12SSi  Blade20 

Supermicro SuperBlade A+ Blade Server  
SBA-4119S-C2N with 20 BH12SSi Blades each blade with:  
        1x AMD EPYC 7763 64-Core Processor  

512 GB (8x 64GB 2Rx4 PC4-25600) 
1x 1TB M.2 PCIe Gen3  
1x Onboard Dual Port 25GbE NIC 

         OS Image: SuSE Linux SLES15sp2 

Injector and Controller 
Connected to 25GbE  
Switch on SuperBlade 
Enclosure 
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              Injector 
Supermicro A+ Server 2014TP-HTR 
 
1 x AMD EPYC 7742 64-core  
512GB (8x 64GB 2Rx4 PC4-25600) 
1 x 512 GB M.2 PCIe Gen3 
Supermicro AOC-MH25G-m2S2T 
Dual Port 25GbE  NIC 
OS Image: SLES15sp2 
 


